GC-ATC-850

Isolated USB to RS-232/422/485 Interface Converter

User’s Manual

Introduction

The GC-ATC-850 module is a cost-effective way to convert
RS485 industrial buses to a USB interface. When
connected to a PC USB port the GC-ATC-850 module is
automatically detected and is installed as a native COM port
which is compatible with any existing serial communication
application. The GC-ATC-850 has a 384 byte receive buffer
with an adjustable timeout and a 128 byte transmit buffer
with auto-transmit control. The GC-ATC-850 makes it easier
to add RS485 devices to your system with easy

plug-and-play.

Features

Computer interface: USB 1.1 2.0 Plug and Play.

Operational system virtual serial port driver.

Supports Windows 98/ME/XP/2000/CE/Vista, MAC

& Linux 2.4.20 or superior.

Field Interfaces:RS-232,RS-422,RS-485 Half
Duplex ,

Automatic flow control for RS485 Half Duplex.
Transmission rate:

RS232 from 300 bps to 460.8Kbps.

RS485 from 300 bps to 921.6Kbps.

Maximum RS-485 cable length : 1200 m
Maximum number of devices in the RS485
network: Half Duplex to 32 devices

Power: from the USB port.

Consumption: <200 mA.

Isolation: Isolation voltage 3500VRMS 500VDC
sequence

USB connection: USB -B female connector. 1m
USB-A to USB-B cable.

RS-232 connector:DB9 male

RS-422/485 connector: 6-pos terminal socket
Metal case size: 105x85 x27 mm

Operating environment: -25 to 70C, 10 to 90%
relative humidity, non-condensing.

Wiring configuration

The RS-232 termination of the Interface is implemented as
a DB9 plug. RS-422/485 termination of the Interface is
implemented as a six position terminal. The pin
assignments for the connector can be found in the following
table as well as on a sticker applied to the unit.

RS-232 Pinout at DB9 Male

PIN# RS-232
2 RXD
3 TXD
5 GND
7 RTS
8 CTS

RS-422/485 Pinout at 6-bit terminal

PIN# RS-422 RS-485
1 T+ 485+
2 T- 485-
3 R+ -
4 R- -
5 GND GND

LED indication

Yellow LED Data Sending from USB port to RS-485 Serial
Port side

Green LED Data Receiving from RS-485 Serial port side to
USB port

Red LED Indication power



Wiring examples

RS-232 Wiring
RXD 2 <> Txp
uUsB usB ™o 2 s 2 Rrxp RS-232
GND 5 5 gnp Deviee
Isolated USB
PC Converter
ATC-850
RS-422 Wiring
2 R+
usB uUsB @ R- RS8-422
2 T+ Device
- & > T-
PC Isolated USB
Converter
ATC-850
RS-485 Wiring
485+ Ol > @485+ RS-485
UsB UsB 485- ole2 »@485- Device
PC Isolated USB
Converter
ATC-850

Check the GC-ATC-850 (Loop Back)

1. Cross connect the transmit and receive lines for RS-422.

For RS-232 only connect TXD and RXD together.
2. Connect a PC to the USB Port.

3. Using Hyper Terminal or similar program, connect to the
appropriate COM port. Ensure Hyper Terminal local echo
is OFF.

4. Transmit data. If the same character string is returned,
the test is good.

T+@ 12
uUsSB USB T @ 3
R+@ 4
R- @
PC Isolated USB
Converter

ATC-850

Driver Installation

Follow the steps below to install driver of USB-High Speed

Serial Converter:

(drivers located in ATC850 folder)

1. Power on your computer and make sure that the USB
port is enabled and working properly.

2. Plug in the USB-High Speed Serial Converter into the
USB port and run the Add New Hardware Wizard to
assist you in setting up the new device. Click Next to
continue.

3. Insert the USB-HS Serial Converter software driver into
the CD-ROM drive and click Next to continue.

4. Windows will detect the driver (FTDIBUS.INF) and
shows the USB HS SERIAL CONVERTER. Click Next
to continue installation.

5. Click Next to continue and let Windows copy the
needed files to your hard disk.

6.  When Windows finished installing the software required
for the new USB to Serial Cable, click Finish.

Add New Hardware Wizard

Windows will search for new drivers in its driver database
on your hard drive, and in any of the following selected
locations. Click Next to start the search.

I™ Floppy disk diives
™ CD-ROM drive
I™  Microsoft Windows Lpdate
IV Specify alocation:
[D:\Driver \Win98&win2000 =
Browse... I
< Rack Nest > rancal |

Add New Hardwaie Wizad

driver fil e

h for

USB HS SERIAL CONVERTER

‘Windows is now ready to install thz best driver fer this
devize. Click Baclk to sclect a differont driver, or click Mex!
to continue.

Location of driver:

&
Jﬁ? D:\Driver\Win98&~\FTDIBUS.INF

(Drivers are located in ATC850 folder)
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Setting Up the RS232 Serial Device
Follow the steps below to connect your RS232 Serial

Standard 56000 bps ¥90 Modem Properties

General I Cennection |

Device (ie: Modem) to the USB port of your PC: :
vice (i ) p you 2

4 Standard 55000 bps %30 Modem

System Properties [z 1]

+1 630 245-1445
+1 630 2451717 FAX
+1 800 975-4743 USA toll free

General Device Manager | Hardware Profiles | Performance |

& View devices by type " View devices by connection

F1-5= Floppy disk controllers S |
&2 Hard disk controllers
&2 Keyboard

) p onit
= Manitors

D
=
24

= Mouse - Maximnum speed
Network adapters

{i-8-3--6-8

www gridconnect.com

Ports (COM & LPT) -
¥ Communications Port [COM1] [115200 =1

¥ Communications Port ([COM2)
" Printer Port (LPT1) T | Wl canmect atthisspeed
- USB Serial Port Cable (COM3)

) % System devices

=1 Universal serial bus controller

% Intel 82371AB/EB PCI to USB Universal Host Controller

US6 tigh Speed Seral Convertar Uninstalling the Driver Program
Propetties | Refresh | Remove | Pint. |

If you want to remove the USB-HS Serial Converter driver

Close | Cancet |

program, you can uninstall it by following the steps below:

connector of the USB-HS Serial Converter into your
Modem. Connect the other end of the USB-HS Serial
Converter to an USB type A to type B cable. Turn on
the Modem afterwards.

Turn on your computer and plug in the USB connector
of the USB-HS Serial Converter into the USB port.

If you have already installed a Modem device before,
click Start, Settings, and Modems. Open Modems
Properties, select the Modem, and click Properties. In
General tab, please change the Port value to USB
Serial Port (COM3).

After finishing these processes, you can use USB to
Serial Bridge Cable to connect RS232 Serial 56K FAX
Modem and execute the Dial-up function to connect
Internet, and send the FAX with the FAX software(ie:
Microsoft FAX) properly.

2. Run the FTDIUNIN.EXE program from the software
CD-ROM, Click finish then reboot the PC.

“FTDI Uninstaller Version

DELETING FILE CAWINDOWSHINFYFTDICOM PNF — FILE MOT FO:I

DELETING FILE CAWINDOWSHINFYFTPORT S INF — FILE NOT FO

DELETING FILE CAWINDOWSNFYFTPORT S PNF — FILE MOT FC

DELETING FILE CAWINDOWSINFYOTHER\FTDIFTDIBUS INF

DELETING FILE CAWINDOWSA\SYSTEMFTSERIALEYE

DELETING FILE CAWINDOWSA\SYSTEMFTSENUM SYS

DELETING FILE CAWINDOWSASYSTEMFTCOMMS VXD J

DELETING FILE CAWINDOWSLSYSTEMFTSENUM VXD

DELETING FILE CAWINDOWS \SYSTEMFTSERMOU WD _'LI
+

N

(WK | Finish

Uninstall Complated v

1. Turn off your Modem. Plug the DB 9 (or DB 25) 1. Unplug the USB-HS Serial Converter from your PC. 11-23-09



